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LBS2

Benefits:

Thanks to its versatility it is able to be managed 
and used very simply, minimizing problems 
related to logistics, integration and assembly.

A universal system for Bypass filtration of process 
fluids, modular and expandable according to real 
needs. Thanks to the wide availability and 
variation of filtering elements it is able to 
guarantee optimal filtration results with low costs.

The ltration principle is mechanical, the liquid to 
be ltered must necessarily pass through ltering 
cartridges which, depending on the need, have a 
ltration degree of 5-10-15-20-25 Microns. The 
different types of ltering elements can also be 
varied and / or modulated according to the needs 
and specic requests to reach a cascade ltration 
with activated carbon treatment.
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MODEL

Supply

Sizes

Max Fluid

Max operating 
temperature

Filtrating elements

Filtrating surface

U.M. LBS2

V 380

cm 51/72/136 h

Lt/min 50

°C 65

N. 4

Mq 14



LBS2

Cylinders:

Pump:

•Wiring diagrams.

•Reinforced flexible hose.

•Self-priming pump.

Priming system:

Electric control:

Documentation:

•Reinforced filter elements.

Wheeled filtration system with 2 cylinder.

Optional:

Filter elements on request:

LBS2 FILTERS

•Made of ASI 304 stainless steel.

Housing:

•CE - ON / OFF electrical panel.

•Activated carbon.

•Made of stainless steel.

aspiration

•Cross-linked filter at the end.

•Use and maintenance manual.

•Choice of filtration grade:
 5 - 10 - 15 - 20 - 25 microns.

•Pressure switch with electrical contact for "Full 
filter" signaling.

•Electr ical panel P, car t r idge clogging 
management, manual / automatic.

•Various types of priming systems based on 
specific needs.

•Whole oils for mechanical processing.

Technology, simple and economic, allows the 
constant maintenance of the filtration quality, 
working on the machine in bypass, without any 
need to modify your tanks and your plants.

•EDM fluids (only on LBS-1X)
•Generally all applications with regenerable 
fluids.

During the production process the emulsion and / 
or cutting oil is contaminated by microparticles of 
non-soluble material that act as a catalyst agent 
and accelerate the oxidation processes of the oil, 
compromising its performance and stability. The 
LBS2 filtration system has been designed to 
brilliantly solve all filtration problems, thus 
obtaining economic and ecological advantages.

•Detergents and solvents for industrial washing.

•Emulsions / solutions for mechanical processing.

Applications:

•Test benches.

FILTRATION SYSTEM
MADE

IN
ITALY



info@lubroservice.com 

www.lubroservice.it 

Via Libero Grassi, 6/A 
42025 Cavriago (RE) 
ITALIA 

Tel. +39.0522.946181
Fax +39.0522.941844
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