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Hose reel with high pressure nozzle for washing 
inside the machine and tank bottom.

Components:

•Reinforced suction tubes.

•Up to 70% reduction in downtime costs.

•Ferrous shavings.

•Up to 50% reduction in labour costs.

Benefits:

•Self-propelled carriage for emptying out swarf 
and sludge.

•Roll of special 10-microns paper.

Materials removed:

 Liquids treated:

•Shavings produced by machining aluminium, 
yellow alloys, etc.

•Neat cutting oils (mineral and vegetable-based).

•All ferrous metals that settle on the tank bottom.

•Tube to drain off the regenerated emulsion.

•Grinding sludge (neat oil and emulsion).

•10-micro filtering.

•Cooling lubricants (mineral and vegetable-
based).
•Cleaning fluids.

•Sludge from machining cast iron, AVP, steel in 
general.

•Up to 90% reduction in refill costs.
•Up to 90% reduction in disposal costs.

High-performance industrial vacuum. Removes 
machining sediments from the bottom of machine 
tool reservoirs.
LBS-K5 has been designed for machine-shop use in 
even extreme conditions. It facilitates the removal 
of sludge from machine tool reservoirs thanks to a 
turbine-driven pump able to easily and quickly 
suck out all the residues from the bottom of the 
reservoir.
LBS-K5 can efficiently filter any liquid down to 10 
microns.
The capacity of the external carriage connected to 
the structure of the machine is about 100 liters. In 
addition, besides being designed to accumulate 
ferrous material removed from the bottom of tanks, 
the structure also becomes another, secondary 
external vacuum cleaner to be used for removing 
swarf.
Used in a methodical way, LBS-K5 can drastically 
reduce all disposal and refilling costs.
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Filtrtation:

• Electrowelded, painted S235JR steel.
Vacuum hose:
• Length 3 m, Ø50 mm.

reel - length 8 m.

Exhaust hose:
• Length 5 m, Ø25 mm.

High pressure washer:
•High pressure hose with internal hose

•10-microns filtration

•Adjustable jet nozzle (0 to 100 bar).

Machine components:

Structure:

Power cord:

•Spherical shut-off valve at end of hose

•Length 20m, CEE – Type of socket 16 A.
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info@lubroservice.com 

www.lubroservice.it 

Via Libero Grassi, 6/A 
42025 Cavriago (RE) 
ITALIA 

Tel. +39.0522.946181
Fax +39.0522.941844
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